


UPC-R81: Letter size
Contents:  Paper roll for 50 prints x 2

 Ink ribbon x 2

FPO

click: sony.com/dpf

Print Media
2UPC-R810
2 rolls ink ribbon, 2 rolls paper, 
Each yields 50 8x10” prints; 
cleaning sheet.

Connectivity
Connectivity to the UP-CR20L
The UP-DR80 can be connected to the 
UP-CR20L – Sony’s popular SnapLab® 
desktop photofi nishing solution – as 
an external "slave" printer*.  The 
UP-DR80 can print on media sizes 
that the UP-CR20L doesn't support, 
such as 4" x 8" greeeting cards and 
8" x 10" enlargements. 

* For this system confi guration, the UP-CR20L 
requires fi rmware version 1.60 or greater 
to be installed. The ability to add text to 
the 4x8 greeting cards is planned to be 
available Fall 2009.

The latest fi rmware can be downloaded 
from the Snap Lab Support Site at 
sony.net/snaplab.

When the UP-DR80 is connected to the 
UP-CR20L, watermark printing, luster 
fi nishing, and advanced gray balance 
adjustment are not available.

UP-DR80 Specifi cations
Print Sizes 8 x 10”, 8 x 10.2”, 8 x 12”, 4 x 8”, 6 x 8”, 5 x 8”

Print Speed* 8 x 10”: Approx. 65 seconds

Print Capacity and Yield Per Roll** 8 x 10 inches, 50 prints
8 x 10.2 inches, 50 prints
8 x 12 inches, 42 prints
4 x 8 inches, 126 prints
5 x 8 inches, 100 prints
6 x 8 inches, 84 prints

Printing Method Dye sublimation thermal transfer

Resolution 11.8 dots/mm (301 dpi)

Gradation 8 bits (256 levels) processing each for Yellow, Magenta, Cyan

Image Data Transferred 8 x 10:    2472 x 3056 dots
8 x 10.2: 2472 x 3116 dots
8 x 12:    2472 x 3660 dots
4 x 8:      2472 x 1220 dots
5 x 7:      2136 x 1558 dots
6 x 8:      2472 x 1830 dots

Spool Memory Additional 8 x 12 frame to be transferred while printing

Print Finishes Glossy, ProMatte, Luster

Look Up Tables (LUT) Photo, Portrait, sRGB

Driver Software Windows® XP, Vista®, and Vista 64***

Interface Hi-Speed USB 2.0

Power Requirements 100 to 240V AC  50/60Hz

Power Consumption 3.4 to 1.4 A max

Operating 41 to 95°F / 5 to 35°C

Operating Humidity 20 to 80% (no condensation allowed)

Supplied Accessories CD-ROM (Windows print driver software, Operating instructions 
PDF, ICC profi le) (1), USB cable (1), Cleaning ribbon (1), Before 
using this printer (1), End User License Agreement (1)

Safety Regulation UL60950-1 listed, CSA C22.2 No. 60950.1, EN60950-1, IEC60950-1

EMC Standard FCC/IC: ClassA Digital Device, EN55022 ClassA+EN55024, 
EN61000-3-2+EN61000-3-3

Dimensions (W x H x D) 12.5 x 8.125 x 16.75 inches

Weight 25.3 lbs.

Dimensions

12.5”

7.5” 11.2”3.4”

16.75”

5.
7”

8.
12

5”

2.5”

 * Based on an average of 10 glossy prints in a row, excluding the fi rst print time.
 **  Yield based on printing the entire print pack of same size photos.
 *** Vista 64 to be released Fall 2009. Download available from www.sony.com/dpf.
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